New-tecH

Sewing Systems

12350/2

BAY-BAYAN PANTOLON
KEMER ALTI GiZLi
DiKi§ MAKINESI (KILIT DiKisg)

LOWER WAISTBANDS HIDDEN
STITCH MACHINE FOR
MAN-WOMAN TROUSERS
(Lock Stitch)

MAQUINA ESPECIAL DE
PUNTADA INVISIBLE PARA
BAJA CINTURA PARA
PANTOLONES HOMBRES
Y MUJERES

(PUNTADA DE PESPUNTE)

MawwnHa gna notarHoro
BLUMBAHMWA HMXHETO MoAca
MYKCKUX 1 XKEHCKIX BPIOK
(4YeNHOYHbIN CTEXOK)




New-tecH 1250/2
BAY-BAYAN PANTOLON KEMER ALTI 6iZLi DIKig MAKINESI(KILIT DIKIg)
Kapasite: 550-650 Pantolon / B Saat

STANDART OZELLIKLER

+ New-tecH kilit dikis i§ne transportlu kafa
+ Arkadan gekici merdane sistemi

« Hareketli baski ayagi

« Kumas ayirici kilavuz sistemi

« Kolay kullamm ekran

« Kapali pantolonlarda kolay kullanim
+ileri, geri ve iplik dizenleyici 6zellik
» Maksimum dikis araligi 4,5 mm

» Maksimum kumas kalinligi 4 mm

« Dastk ghrdltd ve titresimle caligma
« En aza indirilmis enerji taketimi

« Kolay bakim

New-tecH 1250/2

MAQUINA ESPECIAL DE PUNTADA INVISIBLE PARA BAJA
CINTURA PARA PANTOLONES HOMBRES Y MUJERES
[PUNTADA DE PESPUNTE]

CAPACIDAD:550- B850 Pantolones / 8 Horas

CARACTERISTICAS PRINCIPALES

» Cabeza New-tecH puntada de pespunte, la cabeza de transportador de aguja
. Dispositivo de puller especial

« Pie presion de activo

« Sistema de guia para seperar tela

+ Panel de operacion muy simple

+ Uso de simple en pantolones cerrados

+ Corte de hilo,adelante y atras[backtacking]
« Longitud de puntada maxima 4.5mm

+ Densidad maximo de material 4 mm

+ Bajo ruido,bajo vibracion

« Consumo de baja energia

+ Mantenimiento facil
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New-tecH 1250/2

LOWER WAISTBANDS HIDDEN STITCH MACHINE
FOR MAN-WOMAN TROUSERS [Lock Stitch]
Capacity: 550-650 Trousers / 8 hours

STANDARD FEATURES

+ New-tecH lock stitch with needle feed Head
« Special puller device

» Mobile presser foot

= Fabric separator guide system

« Simple usage operation panel

+ Simple handling on closed trousers
» Backtacking and thread trimmer

« Max. stitch length 4,5 mm

» Max. thickness of material 4 mm

« Working with low noise and vibration
* Low power consumption

+ Easy maintenance

New-tecH 1250/2

MawwuHa gnAa noTailHoro BIUMBaHWA HWXKHero noaca
MYKCKUX W XKeHCKUX 6plok [uenHOUHbI cTeXOoK]
MpouzsoputensHocTs: 550-B50 6piok [ Buacos

CTAHJAPTHAA KOMMJNEKTALMA

» New-tecH uenHouHbIf cTeXoK ¢ BepXHUM MIOMIbHBIM TPaHCMOPTOM
+YcTpoiicTBo nynnepa

+ MprxnmHana nanka

+ Pazpgenutens TkaHu

+YpobHan onepalMoHHas naHenb

+MpocToli B obpaljeHnn Ha 3acTerHyTbix bplokax
+3akpenka u o6peska H1TU

« Makc. InuHa crexka 4.5 mm

« Makc.TonwHa TKaHu 4mm

+ HU3KN M Wwym n HU3Kue Bubpayum

+YpobHan akcniyaTauua




