New-tecH

Sewing Systems

2300/5

SPOR PANTALON ARKA ETIKET
TAKMA OTOMATI
Kapasite : 2000 - 2200 / 8 Saat

BACK LABEL ATTACHING AUTOMAT
FOR SPORT TROUSERS
Capacity : 2000 - 2200 Pocket/8h




New-tecH 2900/5
SPOR PANTOLON ARKA ETiKET TAKMA OTOMATI
Kapasite: 2000 - 2200 Adet / 8 saat

STANDART OZELLIKLER

New-tech kafa - tek igne kilit dikis

3000 Devir/Dk.

Dikig alan1i 200x100 mm

Serbest programlanahilen dokunmatik ekran kontralli mikro iglemci
Dikis motoru 220V 50/60 Hz

Pndmatik iplik kesme sistemi

Pndmatik kumag tutma sistemi

Otomatik veya man(iel calisma sistemi

Yuksekligi ayarlanabilen tekerlekli tezgah

New-tecH 2900/5

ABTOMAT JIJI1 BCTABKIM TEMB/IA

HA CITOPTMBHBIX HITAHAX
ITpoussogutenpuocts: 2000-2200 nzgenmnit /8 vacon
CTAHIAPTHAS KOMIUJIEKTAIIM
Opunouronsuasa ronoska New-tecH mernnoro crexka
Ckopoctb: 3000 060poTOB B MUHYTY

O6macts muThs - 200x100Mm

KK skpaH [11 BBOJIa, OTOOpasKeHUS U KOPPEKTUPOBKHU
BCeX ITapaMeTPOB [IUTbs

Motop 220B 50-60TI'1;

ITHeBMaTHYecKast cucTeMa 06pesKa HUTI
ITHeBMaTHYeCKas CUCTeMa NPIKMMa MaTepuaa
ABTOMaTHYeCKOe MM PydHOE yIpaBlIeHne
Perynmpyemas BbIcOTa pabo4ero MecTa, KOTopoe
060pyoBaHO KOTECaMi

JOIIO/THUTENBHBIE ITPUMHAINTEXXHOCTU:

JlononuutenbHasa o6paborka mpecc-gpopmbl

New-tecH

23900/3

SPOR PANTALON ARKA ETIKET
TAKMA OTOMATI
Kapasite : 2000 - 2200 / 8 Saat

BACK LABEL ATTACHING AUTOMAT
FOR SPORT TROUSERS
Capacity : 2000 - 2200 Pocket/8h

New-tecH 2900/5

BACK POCKET ATTACHING AUTOMAT
FOR SPORT TROUSERS

Capacity : 2000-2200 Pockets / 8 Hours

STANDARD FEATURS

New-tech head - single needle lock stitch

Sewing speed is 3000 / min

Sewing area is 200x100 mm

Liquid crystal tauch screen operation panel for inputting sewing patterns
and setting all sewing conditions

Sewing motor 220 V 50-B0Hz

Pneumatic thread trimmer

Pneumatic fabric hold system

Automatic or manual operating system
Height-adjustable workbench equipped with wheels

New-tecH 2900/5

AUTOMATA DE COLOCACION DE ETIQUETA
TRASERA PARA PANTALONES DEPORTIVOS
Capacidad: 2000-2200 Piezas/ 8 Horas

CARACTERISTICAS ESTANDARES

Cabeza de New-tecH (nueva tecnologia)costura de doble
pespunte por una aguja

Velocidad de costura is 3000 / min

Area de costura is 200x100 mm

Panel de operacian tactil de cristal liquid para la
introduccion de patrones de costura y configuracion de todas las
condiciones de costura

Motor de costura 220 V 50-60Hz

Sistema neumatico de cortahilo

Sistema neumatico de retencion de tejido

Sistema operativo automatico o manual

Mesa de trabajo de altura ajustable equipado con ruedas



