New-tecH 3600/1
PUNTO MAKINESI[EFKA MOTORLU)
Uygulama: Bay -Bayan dig giyim

STANDART OZELLIKLERI

« Gergek el dikisi

« Kullamimi kolay,pedaldan dikime baslama ozelligi

+igne ve dikis uzunlugunu, kalinhigini kolay ve hizh gekilde
ayarlayahilme ozelligi

« Kolay iplik takma ozelligi

» Minimum bakim maliyeti

«Mantel dikis ayarlan

+» Pedal ya da tus ile dikig alta Uste gevirme

« Sessiz galigma ortami

« Aydinlatma lambali genis calisma ayarli

« Patentli uzun kullanim émrii olan igne sistemi

« Ozel iplik gerektirmeyen normal bobin dikis ipligi

= Alt ve (st diferansiyel transportiu

= Ylksek devir,ustin performans

TEKNIK PARAMETRELER

« Dikig hizi: 420-500 dikis/dak

« Dikis uzunlugu: 0.5-6mm

+ iplik Kullanimi: normal bobin dikig ipligi
+iplik uzunlugu: 90cm

+igne tip no.: 780C [1#8, #18, #20 ve #23)

New-tecH 3600/1
HAND STITCH MACHINE WITH EFKA MOTOR
Application: Ladies & Men Wear

STANDARD FEATURES

« Real Hand Stitch.

« Easy to operate, step the pedal to begin the sewing.

« Change the adjustment dial positioning at the right side
of the machine head to adjust the pin-point length and
stitch length conveniently and quickly.

» Put the thread in the beard shape with ease and efficiency
with the design of bearded needle and the usage cycle of
need|e will be much longer.

» Minimum after sale service cost

» Manuel sewing setup

+ Up and down rotation of sewing with pedal or button

« Quiet working environment

«illumination lamp with wide working adjustment

« Patented long lasting needle system

«No need for a special thread

« Differential top & bottom feed

= Superior r.p.m, excellent output

TECHNICAL PARAMETERS

» Sewing speed: 420-500 stitches/min

« Stitch length: 0.5-6mm

+Thread to be used: common thread

«Thread length: 80cm

»Needle type no.: 780C [1#6, #18, #20 and #23)
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New-tecH 3600/2
ELEKTRONiK PUNTO MAKINESi[EFKA MOTORLU)
Uygulama: Bay -Bayan dis giyim

STANDART OZELLIKLER|

« EFKA Elektronik Kontrol Paneli

= Gergek el dikisi

« Elektronik dikis boyu ayarlama

= Baslangic ve bitiste zigzag yapahilme ozelligi

« Parametrik programlanabilir 15 degisik adim
ayarlama ozelligi

= Kullanimi kolay,pedaldan dikime baglama 6zelligi

+ igne ve dikis uzunlugunu, kalinligini kolay ve hizli
sekilde ayarlayabilme ozelligi

« Kolay iplik takma ozelligi

» Pedal ya da tus ile dikis alta (ste cevirme

« Minimum bakim maliyeti

« Sessiz caligma ortami

« Aydinlatma lambali genig calisma ayarli

= Patentli uzun kullanim émru olan igne sistemi

+ Ozel iplik gerektirmeyen normal bobin dikig ipligi

« Alt ve Ust diferansiyel step motor kontrallt

= Yiksek devir,isttin performans

TEKNiK PARAMETRELER

« Dikis hizi: 420-500 dikig/dak

« Dikis uzunlugu: 0.5-8 mm

« iplik Kullammi: normal bobin dikig ipligi

+ iplik uzunlugu: 90cm

+igne tip no.: 780C [1#6, #18, #20 ve #23]

New-tecH 3600/2
ELECTRONIC HAND STITCH MACHINE WITH EFKA MOTOR
Application: Ladies & Men Wear

STANDARD FEATURES

« Efka electronic control panel

« Real hand stitch.

» Electronic stitch length adjustment

« Zigzag seam at beginning and end

« Parametric programable 15 different step setting feature

« Easy to operate, step the pedal to begin the sewing.

« Change the adjustment dial positioning at the right side
of the machine head to adjust the pin-point length and
stitch length conveniently and quickly.

» Put the thread in the beard shape with ease and efficiency
with the design of bearded needle and the usage cycle of
needle will be much longer.

« Up and down rotation of sewing with pedal or button

« Minimum after sale service cost

« Quiet working environment

« lllumination lamp with wide working adjustment

« Patented long lasting needle system

» No need for a special thread

« Differential top & bottom feed by step motor control

= Superior r.p.m, excellent output

TECHNICAL PARAMETERS

« Sewing speed: 420-500 stitches/min

« Stitch length: 0.5-6mm

» Thread to be used: common thread

« Thread length: 90cm

« Needle type no.: 780C (1#B, #18, #20 and #23)

New-tecH 3600/3

LCD EKRAN ELEKTRONIK PUNTO
MAKiNESi(EFKA MOTORLU)
Uygulama: Bay - Bayan dig giyim

STANDART OZELLIKLERi
« EFKA Elektronik Kontrol Paneli
« Gergek el dikisi
« Elektronik dikis boyu ayarlama
« Baglangic ve bitiste zigzag
yapahilme ozelligi
« Kullanimi kolay,pedaldan dikime
baglama ozelligi
« igne ve dikis uzunlugunu, kalinhigim
« kolay ve hizh sekilde ayarlayabilme ozelligi
« Parametrik programlanabilir 15 degisik
adim ayarlama 6zelligi
» Pedal ya da tus ile dikis alta Uste cevirme
« Kolay iplik takma ozelligi
» Minimum bakim maliyeti
» Sessiz galigma ortami
« Aydinlatma lambali genis calisma ayarli
« Patentli uzun kullamm 6mrti olan igne sistemi
« Ozel iplik gerektirmeyen normal bobin dikis ipligi
= Alt ve Ust diferansiyel step motor kontrollt
« Ylksek devir,istlin performans

TEKNIK PARAMETRELER

« Dikis hizi: 420-500 dikis/dak

« Dikis uzunlugu: 0.5-8 mm

« iplik Kullammi; normal bobin dikis ipligi

+ Iplik uzunlugu: 80cm

«igne tip no.: 780C [1#6, #18, #20 ve #23)

New-tecH 3600/3

'WIDE SCREEN LCD DISPLAY ELECTRONIC
HAND STITCH MACHINE WITH EFKA MOTOR
Application: Ladies & Men Wear

STANDARD FEATURES

» Efka electronic control panel

« Real hand stitch.

« Electronic stitch length adjustment

« Zigzag seam at beginning and end

« Parametric programable 15 different step setting feature

« Easy to operate, step the pedal to begin the sewing.

« Change the adjustment dial positioning at the right side
of the machine head to adjust the pin-point length and
stitch length conveniently and quickly.

= Put the thread in the beard shape with ease and efficiency
with the design of bearded needle and the usage cycle of
needle will be much longer.

« Up and down rotation of sewing with pedal or button

« Minimum after sale service cost

» Quiet working environment

» lllumination lamp with wide working adjustment

« Patented long lasting needle system

« No need for a special thread

» Differential top & bottom feed by step motor control

= Superior r.p.m, excellent output

TECHNICAL PARAMETERS

« Sewing speed: 420-500 stitches/min

« Stitch length: 0.5-6mm

« Thread to be used: common thread

» Thread length: 90cm

« Needle type no.: 780C (1#B, #18, #20 and #23)
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LCD EKRAN ELEKTRONIK PUNTO MAKINASI
(EFKA MOTORLU)

WIDE SCREEN LCD DISPLAY ELECTRONIC
HAND STITCH MACHINE WITH EFKA MOTOR



