New-tecH 3900/001 (Sol & Saij D Punteriz)

New-tecH 3900/002 [Diiz Punteriz)
DIRECT DRIVE PUNTERIZ MAKINASI
Uygulama: Bay - Bayan dig giyim

STANDART OZELLIKLERI

« New-tecH direct drive tek igne kilit dikis kafa

+ Dikis motoru 110V / 220 V

+ 3200 rpm dikis hizi

+ Diki§ alani 40 x 30 mm

+ Periyodik besleme mekanizmali

+0.05-12.7 mm dikis uzunlugu

* Maksimum 210 000 dikisli

= Hizl, seri ve verimli bir dikis sadlar

= Bellekteki dikis verilerine gore itinah dikis saglar

« Genis aralikli dikis kapasitesini ve disik tansiyonlu dikisi saglar

» Ekonomiktir. Dislk ses ve titresimlidir.

« Temiz dikis. Ylksek kavrama gtct ve Flash Kart’'lara
hizh ve seri bir sekilde adapte olabilmesi

» Dikisin baginda olusan ip atmalarini ve kug gozi
olugsumunu engeller

New-tecH 3900/001 (Atraque "D" Izquierdo y Derecho)

New-tecH 3900/002 [Atraque Lineal)
MAQUINA DE ATRAQUE ELECTRONICA "DIRECT DRIVE"
APLICACIN: Prendas Terminadas Para Hombre y Mujer

CARACTERISTICAS ESTANDARS

+ Una Aguja Puntada De Pespunte

- Motor 110V/220V

+ Velocidad de Costure De 3200 RPM

- Area Maxima De eCostura De 40x30mm
+ Mecanismo De Avance Intermitente [Mecanismo Dirigido Por Pulsor]
: Largo De Puntada De 0.05-1.27mm

- Numero Miximo De Puntadas: 210,000
+ Sistema De "Pulse-Motor

+ Ahorro De Energia

- Bajo Ruido Y Vibracion

 Toroue De Gran Fuerza

: Previene Corte De Hilo

New-tecH

Sewing Systems

3900/001

33900/002

ELEKTRONIK DIRECT DRIVE
PUNTERIZ MAKINASI

ELECTRONIC DIRECT DRIVE
BAR TACKER

MAQUINA DE ATRAQUE
ELECTRONICA "DIRECT DRIVE"

ENIEKTPOHHbIM 3AKPEMNOYHbIA
MONYABTOMAT MPAMOTIO
MPUBOJA

New-tecH 3900/001 [Crescent Bar Tacking)

New-tecH 3900/002 [Straight Bar Tacking]
ELECTRONIC DIRECT DRIVE BAR TACKER
Application: Men/Women Ready Made Garments

STANDARD FEATURES

« New-tech Direct Drive single needle lock stitch head
* Motor 110V-220V

+ 3200 rpm

» Sewing area max.40x30 mm

+ Intermittent feed mechanism [pulse-motor driven mechanism)
« Stitch length 0.05-1.27 mm

» Max number of stitches 210,000

+ Pulse motor driven system

 Low tension sewing

+ Low noise and law vibration

» Powerful needle penetration force

+ Prevents thread cast-off, hird's nests and stains

New-tecH 3900/001 (3akpeno4Hbii1 aBTOMAT)

New-tecH 3900/002 (3akpeno4Hbiil aBTOMAT)
ENEKTPOHHbIA 3AKPEMOYHbIA NONYABTOMAT NPAMOIO NPUBOAA
MprmeHeHue: MyXckue 1 XeHckne rotoBble Usgenunsa

CARACTERISTICAS ESTANDARS

+ [onoBKa OfHOWTOMNbHaA YE/THOYHOT O CTEXKa
» IBnratens 110B-220B

+ CKopocTb ABuratensa 3200 06/MuH

» MakcumanbHas niaowagb Wintba 40x30Mm

» MexaHu3m NpepbIBUCTON NOJaUN TKaHK

» InnHa crexka 0.05-1.27 mm

« MakcumanbHoe uncno crexkos 210,000

» CcTema reHepaLMm UMNYNbLCOB ABUraTensa
+ llnTbe C HU3KUM HaTXKeHUeM

+ [loHK*eHHbIN YpoBeHb WyMa U BUbpaLnm

+ MowyHoe ycunve NpoHUKHOBEHWA UTIbI

+ [lpepoTBpaLiaeT noTepio HUTK, 06pa3oBaHKA KaTbIWKOB 1N NATEH
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New-tecH

Sewing Systems

3900/001

3900/002

ELEKTRONIK DIRECT DRIVE
PUNTERIZ MAKINASI

ELECTRONIC DIRECT DRIVE
BAR TACKER

MAQUINA DE ATRAQUE
ELECTRONICA "DIRECT DRIVE"

ENNEKTPOHHbIM 3AKPEMNOYHbIA
MONYABTOMAT MPAMOIO
MPUBOJA

DiKiS DESENI  SEWING PATTERN
NORMAL KUMASLAR ICiN % P
FOR ORDINARY MATERIALS

TEKNIK OZELLIKLER

SPECIFICATIONS

DiKi§ SEKLI Tek igneli diiz dikig
STITCH FORMATION Single needle lockstitch
AZAMI DiKis HizI 3200 dev./dak. (Rpm)

MAX. SEWING SPEED

KOT KUMAS! iCiN
FOR DENIM

AT

DIKi§ ALANI (X-Y)
SEWING AREA (X-Y)

Azami (Max.) 40 x 30 mm

i CAMASIRLARI ICiN
FOR FOUNDATION GARMENTS

BESLEME MEKANIZMAS!
FEED MECHANISM

Y- Fasilali besleme mekanizmasi (pulse-motor tahrik mekanizmasi)
Y-8 Intermittent feed mechanism (pulse-motor driven mechanism)

DUZ PUNTERIZ
STRAIGHT BAR TACKING

DiKi§ UZUNLUGU
STITCH LENGTH

0.05-12.7 mm

DiKis SAYISI
NO. OF STITCHES

Degisken (Onceden ayarh dikis bigimleri ile ilgili detaylar igin “Program Listesi‘ne” bakin)
Variable (Refer to “Program List” for details on the number of stitches for Sewing
patterns that are allready preset)

DIKEY ZIGZAG DIKisi
VERTICAL ZIGZAG STITCHING

DIKEY PUNTERIZ
VERTICAL BAR TACKING

DIKEY DUZ PUNTERIZ
VERTICAL STRAIGHT BAR
TACKING

D PUNTERIZ
CRESCENT BAR TACKING

AZAMI DiKis SAYISI 210.000 dikis (Eklenebilecek 200.000 dikis dahil)
MAX. NO. OF STITCHES 210.000 stitches (including 200.000 stitches which can be added)
AYAK KALDIRACI Pulse motor tahrik sistemi

WORK CLAMP LIFTER Pulse motor drive system

AYAK YUKSEKLIGI 17 mm maksimum (maximum)

WORK CLAMP HEIGHT

CAGANOZ Mekik gaganoz(gift mekik gaganoz, istege bagl)
ROTARY HOOK Shuttle hook (double shuttle hook, optional)
TOKATLIYICI Standart ekipman

THREAD WIPER Standard equipment

IPLIK KESICi Standart ekipman

THREAD TRIMMER Standard equipment

ALT iPLIK TUTUCUSU Standart ekipman

THREAD NIPPER

Standard equipment

VERi DEPOLAMA METODU
DATA STORAGE METHOD

Flash bellek (CF karti kullanilarak herhangi bir desen eklenebilir)
Flash memory (Any sewing pattern can be added by using CF card)

CAPRAZ PUNTERIZ
CROSSED STITCHING

KULLANICI PROGRAMLARI
NO. OF USERS PROGRAM

50

CEVRIM PROGRAMLARININ
SAYISI
NO. OF CYCLE PROGRAMS

9 cevrim (Her gevrim igin 15 program)
9 cycle (15 program for each cycle)

CAPRAZ DIKis
CROSSED TACKING

SAKLANAN VERi SAYISI
NO. OF STORED DATA

89 dikis deseni Gnceden ayarlanmigtir (200’e kadar desen ilave edilebilir.Hafizada
saklanabilen eklenebilir.Dikislerin toplam sayisi 200.000’dir)

89 sewing patterns are set already (Up to 200 patterns can be added.Total number of
stitches of stored data which can be added is within 200.000.)

L DESENLi PUNTERIZ
L PATTERN TACKING

Kus G6z0 Dikis
CIRCULAR STITCHING

MOTOR AC servo motor 550W
AGIRLIKLAR Makine kafast: 56 kg., Is paneli: 0,6 kg., Kumanda kutusu: 14,2 — 16,2 kg (Ulkeye gore farkhilik
WEIGHTS gosterir)
Machine head: 56 kg., Operational panel: 0,6 kg., Control box: 14,2 — 16,2 kg (depending on the
destination)
GUC KAYNAGI Tek fazli 100V/200V, Ug fazlh 200V/220V/380V/400V, 400VA

POWER SOURCE

Single Phase 100V/200V, 3-phase 200V/220V/380V/400V, 400VA

GOZLU ILIK ICIN
FOR EYELET BUTTONHOLE




